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The material Descripticn - NEVIROX - BRAND STAINLESS STEEL WIRE

|:;:t Grade Size |mm) Mo.of Spocls | Met Weikgs)| Condition Surface | Toleramce on dia [mm) |r|1m]s
LA B ER 316L5i 1,000 72 10E0U00 MG Wire Mlace - 0.03 /- 002 -
T2 10E0000
CHEMIICAL OOBPOSITRON( %]:
M
Heat Mo. Grede C Ein Si P 5 i Cr Cu io : Hb FH=
PEm
LA RO ER 316L5i o0z 1.580 [FFin ] ooz7 O.00E 11 140 18 290 0.240 2550 GO0 - B
* Ferrite Number caloulated as per WRC 1992 dingram
Typical Allaeld Metal Mechanical properties -
Mechanical Properties
; Tensile -
Grde Conditicn | Proof Stremgth at 5 b = EL Shielding gas Impact Test
0.2% [My/mm’] [GL=50mmj)
M )
ER 316L5i MIG Wire 439 630 7 12 61 & -196°C
The Themical compasition of ER 31615 conforms to ER 31615 of AWS A5.9/A5.9M and 19 12 3 L 5i of EN 150 14343-4&
Thie Al-weld Metal Medhanical properties are typicsl and conform to the requirements of EN 14532-1
Material is free from Radiosctiee contamination
MOTE : When wire is checked by PRMILXRF/EDX for chemical composition, results may wary and shall not be considered as & basis of rejection.
In oz of dispute please confinm by wet anahysis
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Factory:

Uit | — G-24 , MU.D.C. Tarapur, Boisar [W.EL), Dist : Palghar - 401506, Fhone - (02525) 651996
Unit 1| — G-005, MLLDUC. Tarspur, Boisar [W.EL), Dist : Palshar - 201506, Phore : (02525) 277110




